


INTRODUCTION

This edition contains helpful information on the operation and installa-
tion of Farfisa video intercoms systems.

In order to make the systems work properly it is necessary to install only
Farfisa equipment, keeping strictly to the items referred to in each
diagram.

Read all the notes carefully, (even the small ones) in each installation
scheme and the working instructions of the system given in the
following pages.

For the sake of clarity, please notice that the sequence of the terminals
of each article has not been followed. Only the terminal code (letter and/
or number) is valid not the graphic sequence.

The items may have more terminals than the ones in the installation
diagrams. The excess terminals must not be used.

Italian Association of Electrotechnical and
Electronic Industries

Mark of VDE a German Testing and Certi-
fication Institute.

Quality assured firm.

Notice to the installer and user

Check the integrity of the product after removing it from the packing.

Packing materials (such as plastic bags, cardboard, polystyrene
foam, etc.) must be kept out of the reach of children.

The manufacturer cannot be held responsible for possible damages
caused by improper, erroneous and unreasonable use.

The cable runs of any intercom and video-intercom system must be
kept separate from the mains or any other electrical installation as
required by International Safety Standards.

WARNINGS

An all-pole mains switch with a contact separation of at least
3mm in each pole shall be incorporated in the electrical installa-
tion of the building.

Before connecting the unit, make sure its data correspond to
those of the mains.

The apparatus shall not be exposed to dripping or splashing.

For correct operation make sure that ventilation or heat dissipa-
tion openings are not obstructed.

Do not open or tamper with power supply or video intercom
apparatus when they are ON. There is high voltage inside.

Avoid bumping and hitting the video intercom apparatus, it
could break of the CRT with consequent projections of frag-
mented glass.

For installation or maintenance refer only to qualified person-
nel.

CE MARK

The CE mark ensures that the product complies with the requirements of the
European Community Directives in force; in particular, Electrical Safety LVD73/23,
Electromagnetic Compatibility EMC89/336 and Telecommunication Terminals
R&TTE99/5 Directives.
As set forth by the Directives, the technical documentation and Conformity Decla-
rations are available in the Company’s  offices for verifications and controls by
competent Authorities.

European Mark of conformity to the EEC
Directives.
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Videointercom systems

Check that the connections of the system are
carried out correctly.
Put the system in use by connecting the power
supply to the mains.
By pushing a call button from the external push-
button panel, it activates the bell of the corre-
sponding video intercom and it activates the
system for a time of about 100 seconds. The
images appear on the video intercom a few
seconds after the call.
If in the meantime another call occurs, the video
intercom shuts itself OFF and connects the last
call. The system switches OFF automatically
after 100 seconds.
In case more calls occur simultaneously, a
protection circuit against overloading and short
circuiting is provided to disable the timer and
therefore to shut OFF the system.
In the absence of calls from the door station,
from any video intercom (if provided in the
system) it is possible to control the entrance by
pressing the  button (control switch ON).
To work the electric door lock release press the

 button from video intercoms.
In the two or more entrance systems all the
audio and video communications and door
lock release, from one entrance to the other,
are automatically switched with the call or the
control switch ON.
In these systems the control switch ON from the
video intercoms can interrupt a running com-
munication, for this reason it is advisable to
interrupt, by means of a relay. This function
when the video system is active, giving the
priority of the communication to the door sta-
tions for some examples from page 68 on-
wards.

WORKING INSTRUCTIONS

Intercommunicating systems

The switch between door station or
intercommunicating devices is automatic after
receiving a call (from door station or from
another intercommunicating device) or by
pressing the button “ ” from video-intercoms.
By pressing the button “ ” from intercoms or
videointercoms electric look release is oper-
ated and automatically the system switches to
the door station side.  During an intercommuni-
cating conversation between two devices, it
would be possible from the external door sta-
tion  to call other apartments.
During an intercommunicating conversation
between two devices an incoming call from the
door station to one of the two devices will
automatically switch the communication to the
door station.
All the devices with intercommunicating
features, when they are in communication with
the door station, do not have privacy between
them. On the contrary, the privacy with other
apartments is guaranteed.
Installing several art. 1443ED in a multi ways
installations allows to have the intercommuni-
cating service between apartments with pri-
vacy towards the door station.
At the end of a communication art.1443ED
remains switched to the side from which the
last call has been originated.
Red LED shows that the switching module:
- is switched to the side of door station when it

lights-ON
- is switched to the intercommunicating side or

there is no power when it lights-OFF.

Intercom systems

For all the intercom systems, simply lift the
handset to speak to the door station.
The call is indicated by a sound signal on the
loudspeaker of the handset. If the handset of
the intercom is not properly hung-up the sound
is not reproduced.
To activate the door release, press the push-
button with the key symbol.
In systems with two or more entrances the
communication and door release are switched
automatically on the entrance from which the
call is made while the other entrances are
isolated.

Adjustments
All the regulations are carried out in the factory.
For possible corrections the intervention of a
specialized technician is advisable.
The Contrast, Colour and Brightness adjust-
ments, being subject to the environmental light-
ing conditions, are accessible from the under-
neath by means of a screw driver.













































































































































































































































































































































































Due to continuous technological evolution ACI FARFISA reserves the right to modify the products, technical specifications and installation diagrams contained in this
manual at any time without prior notice.
The diagrams and information contained in this manual have been carefully verified and are to be considered as reliable. However, ACI FARFISA is not responsible for
any errors, inaccuracies or infringements to patents and third-party rights that may arise from using this manual.


	ACI Manuale11_12_GB.pdf
	Pagina 1


